150 (B) for

900 (36) riser
225 (9) for 1.2 m
(4'-0') & 1.5 m
(5'-0') riser
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Bar C

No. 13 (No. 4)
760 (30) long

bars
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Welded wire fabric.

No. 13 (No.

4)

bar loop.

Burn off after
installation when necessary.

Plug and seal

after installation.
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TYPICAL

(3 required per slab)
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Nz Use mortar v T T T T - o
or seadler
‘T" .D T D T
(Riser) (Riser) (Riser)
A SECTION A-A - ALTERNATE JOINT CONFIGURATIONS
TABLE
D Reinforcement No. 15 (No. 4)
£ D T ot “Ag” WMW.F. =% Bar Bar C
o %Od\\)g’ (min.) each direction size |Length|Radius
c
[0) 900 o 150 425 mm2/ m No. 13 1.2 m 480
- (36 | 89 b ® | (20 sa. inch/ft.) |(No. 4)[(47-0") | (19)
0P L
tzm| 56 [ ]s0] 740 mm2/ m No. 16 |1.35 m| 660
(4'-0") 88 ; (6) (.35 sqg. inch/ft.) [(No. 5)[(4’-6') | (26)
i 15m| of 200 | 740 mm2/ m No. 16| 1.5 m | 810
f (5'-0") w»v (8) (.35 sqg. inch/ft.) [(No. 5 [(5-0") | (32)
2007 g BAR C

150 (6) for
900 (36) riser

225 (9) for 1.2 m
(4'-0") & 1.5 m
5-0') riser

-

=P O

Reinforcement bars

PLAN

Do
|
/— Bar C
|
K S Ts. 1 . . >
| v—!.l-—————:——:+ﬁ—Lj."—\—,l;."
7 I T_
o] L
Nz
Use mortar :T,, D ,‘T
or seadler (Riser)
A SECTION B-B A
GENERAL NOTES
The flat slab top may be used in lieu of
the tapered tops shown on Standards
602001, 602011, 602306, 602401, or 602501
at the option of the Contractor or when
field conditions prohibit the use of
tapered tops.
All dimensions are in millimeters (inches)
unless otherwise shown.
DATE REVISIONS PRECAS T
1-1-07 |[Soft converted metric
reinforcement bars. REINFORCED CONCRETE
1-1-97 |Renum. Standard 2354-2
STANDARD 602601-01




